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1. Introduction 

Production of polymeric materials derived from plants and other renewable resources has 

become a major research initiative in the last decade. The major driving force behind this 

research focus is primarily due to the rising costs of petroleum manufacturing—oil extraction 

and refining—and transportation to the United States and other countries (1). Additionally, there 

have been increased environmental concerns due to recent oil spills and seepage into the 

waterways and potable water systems (2). These issues present the need for developing high-

strength and high-performance polymeric materials from sources other than petroleum 

chemicals. Kevlar* is among the highest performing engineering polymeric materials, having 

good structural and thermal integrity, but it is produced from and processed in petroleum-derived 

chemicals. The desire to develop materials derived from renewable resources, like Kevlar and its 

properties, is of great interest; however, the literature detailing such materials is limited. 

Research by Gandini and coworkers (3, 4) is likely one of the most thorough investigations of 

polymers that structurally mimic the sp
2
 hybridization of Kevlar. The polyamide contains the 

biobased monomer 2,5-furan dicarboxylic acid, a product of carbohydrates, and  

p-phenylenediamine to make an analog of Kevlar. The polyamide was shown to have a thermal 

stability of 445 °C and a Tg of 325 °C. Yet the literature is lacking in further characterization of 

this material. 

We seek to further develop these biobased furan analogs to Kevlar with the goal of obtaining 

polymers with high Tg and optimal mechanical properties. Furan has been investigated in 

chemical syntheses for specialty chemicals and polymers (5, 6). It is an attractive compound 

because it is chemically obtainable through the catalytic decarbonylation of furfural, which is 

obtained through chemical modification of hemicelluloses (xylose) (6). Functional furan 

derivatives, such as 5-hydroxymethylfurfural (HMF), are prepared through dehydration of 

glucose (7–9). The major source of glucose is vegetable products like corn, which is an abundant 

renewable resource. The United States produced approximately 320 million tons of corn from 

2010 to 2012 (10), so there should be no difficulty in obtaining furan and its derivatives for 

large- and small-scale resins and polymers. This research intends to develop a series of high 

molecular weight biobased Kevlar analogs from two methods: (1) “direct” polycondensation and 

(2) interfacial polymerization of the biobased monomer 2,5-furan dicarboxylic acid and  

p-phenylenediamine with a high range of thermal properties and the ability to have mechanical 

stability equivalent or better than commercial polyamides.

                                                 
*Kevlar is a registered trademark of E.I. DuPont de Nemours & Co., Inc. 
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2. Experimental 

2.1 General Methods and Materials 

Anhydrous 1-methyl-2-pyrrolidinone (NMP), pyridine, p-phenylene diamine, concentrated 

hydrochloric acid (HCl), thoinyl chloride, anhydrous dimethylformamide (DMF), chloroform, 

and tetrabutylammonium bromide (TBAB) were all purchased from Sigma-Aldrich and used as 

received. Methanol, lithium chloride (LiCl), hexane, and dimethyl sulfoxide (DMSO) were 

received from Fisher Scientific. 2,5-furan dicarboxylic acid was purchased from AK Scientific, 

Inc., and used as received. Sodium hydroxide was purchased from Fluka and used as received.    

2.2 “Direct” Polycondensation of Partial Biobased Furan Polyamides 

The partial biobased furan polyamides were prepared according to the literature using “direct” 

polycondensation using a Yamazaki-Higashi phosphorylation reaction (11–13) (figure 1). 

Polyamides were prepared in a three-neck 100-mL round-bottom flask equipped with a 

mechanical stirrer and gas inlet. 2,5-furan dicarboxylic acid (2.00 g, 12.8 mmol), p-phenylene 

diamine (1.42 g, 13.1 mmol), LiCl (0.55 g, 12.9 mmol), NMP (10 mL), and pyridine (7 mL) as a 

azeotroping agent, were added to the flask. The mixture was stirred 25–30 min at 100 °C, and then 

the temperature was ramped to 110 °C.  After 1 h, the temperature was ramped again to 140 °C 

and the catalyst, triphenyl phosphite (6.4 mL), was added to the mixture. The reaction rapidly 

changed from a medium brown color to a dark green. The reaction temperature was ramped twice 

more to achieve a final temperature of 185 °C, and the mixture was allowed to soak overnight at 

that temperature. The reaction contents were precipitated into aqueous HCl solution dropwise, 

forming dark green to brown solids. The material was filtered and washed with methanol (50 mL, 

three times). The product was dried in an oven at 80–90 °C overnight under reduced pressure.   
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Figure 1. Synthetic routes for biobased furan 

polyamides using “direct” polycondensation. 

2.3 Synthesis of 2,5-Furan Dicarboxylic Acid Chloride 

The diacid chloride was synthesized from 2,5-furan dicarboxylic acid (1) (2.0 g) and thoinyl 

chloride (18 mL). The reagents were added to a 100-mL two-neck round-bottom flask equipped 

with a condenser and a trap filled with methanol. The solution was stirred at reflux (78–80 °C) 

for 3–5 h. After that time, anhydrous DMF (0.1 mL) was added to the solution as a catalyst and 

allowed to continue stirring for 2 h. The thionyl chloride was further distilled, and the product 

precipitated from solution and used without further purification. The white solid product was 

produced in a quantitative yield of greater than 95%. Characterization by 
1
H NMR (DMSO-d6 

600 MHz) δ 7.52 ppm: (s, 2H, Ar-H). 

2.4 Interfacial Polymerization of Partial Biobased Furan Polyamides 

The general synthesis figure is described in figure 2. The partial biobased furan polyamides were 

prepared through interfacial polymerization described by Gandini and coworkers in the literature 

(3, 4). Biobased furan polyamides were prepared through interfacial polymerization in a three-

neck 100-mL round-bottom flask equipped with a mechanical stirrer and N2 gas inlet. Aromatic 

diamines (p-phenylenediamine) (2–5 g), 5-wt% TBAB catalyst (0.25–0.5 g), and 0.15- to 0.20-M 

NaOH solution (15–20 mL) were added to the flask and stirred at room temperature under 

nitrogen until all components were completely dissolved. The  

2,5-furan dicarboxylic acid chloride (2) (4–6 g) was dissolved in chloroform (15–20 mL) and 

added in aliquots to the stirring diamine solution. Evolution of HCl gas occurred upon addition 

and continued until several minutes after all acid chloride solution was added. The reaction was 

allowed to stir for 2 h. The solid polymer was filtered and thoroughly washed with water  

(200 mL) and acetone (100 mL). The polymer was then dissolved in DMSO and stirred 



 

4 

overnight. The solution was filtered to remove any insoluble material and the solution was 

precipitated into water (500 mL).  The biobased furan polyamide was filtered and dried under 

vacuum at 105–120 °C. 

 

Figure 2. Interfacial polymerization for biobased furan 

polyamides. 

3. Characterization Methods 

3.1 Nuclear Magnetic Resonance Spectroscopy (NMR) 

1
H NMR and 

13
C NMR spectra were obtained using a Bruker 600-MHz spectrometer at  

25 °C. Solutions containing 0.1%–0.5% monomer in deuterated methanol and 0.1%–0.5% 

polyamide in deuterated DMSO were used to measure the 
1
H NMR spectra.   

3.2 Size Exclusion Chromatography (SEC) 

The SEC system used in this study was a Waters system composed of Waters 717 plus 

Autosampler held at 40 °C, Waters 510 Pump, and Waters 410 Refractive Index Detector held at 

40 °C. Two columns (300 × 7.6 mm) held at 40 °C were used to separate molecular weights, 

Phenogel 5μ 10
4
 Å and Phenogel 5μ 500Å. The solvent used was helium-purged DMF with LiCl 

salt at 0.06M, pumped at 1 mL/min. Relative molecular weights were determined by calibration 

with polystyrene narrow molecular weight standards. There was a mix of four standards in DMF 

with 0.06M LiCl: 51,000; 20,400; 5,050; and 580 amu. Standard 580 amu had to be rejected 

from calculations due to blockage by the solvent front. Because this molecular weight is far 

outside the desired molecular weights for the polyamides, there was little concern with rejecting 

this standard. This standard mix was injected (50 μL) every four unknown injections and 

compared. Results were satisfactory for the analysis (R
2
= 0.998). 
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3.3 Fourier Transform Infrared Spectroscopy (FTIR) 

Infrared spectra were collected using a FTIR spectrometer (Thermo Nicolet Nexus 870 ESP) for 

64 scans at 2-cm
–1

 resolution. FTIR data was processed using Thermo Nicolet’s OMNIC 

spectroscopy software.  

3.4 Thermal Analysis 

Thermal stability was measured using a TA Instruments Hi-Res thermogravimetric analysis 

(TGA) 2950 at temperatures from 100 °C to 600 °C under nitrogen at a heating rate of  

10 °C/min. Glass transition temperatures were measured on a TA Instruments differential 

scanning calorimetry (DSC) Q500 using a custom method with a heat/cool/heat cycle. A heating 

temperature ramp at 20 ºC/min from 25 ºC to 350 ºC and a cooling rate of 10 ºC/min was applied 

for the polyamides. These conditions were chosen to resolve all transitions that were not well 

defined at slower heating rates, and to avoid decomposition of the polymer at temperatures above 

350 ºC. The glass transition temperature Tg was taken as the point of inflection automatically 

calculated using TA Instruments thermal analysis software by defining the limits of the glass 

transition region.   

4. Results and Discussion 

4.1 Synthesis Partial Biobased Furan Polyamides by “Direct” Polycondensation 

Partial biobased furan polyamides were prepared by “direct” polycondensation using a 

Yamazaki-Higashi phosphorylation reaction (11–13). The reaction between p-phenylenediamine 

and 2,5-furan dicarboxylic acid was conducted in NMP with pyridine, as an azeotroping agent, 

LiCl, a salt, and a triphenyl phosphite condensation agent. The method used the diacid instead of 

a moisture-sensitive acid chloride because it is less susceptible to hydrolysis in the condensation 

reaction. The Yamazaki-Higashi phosphorylation reaction works by use of the triphenyl 

phospihte condensation agent, which is described to form a complex with pyridine in the 

presence of water. This method, which is well understood and has been described in Gandini  

et al.’s publication of furanic polyamides (3, 4), is used by researchers preparing novel 

polyamides with variations of carboxyphenoxy benzenes (14), polyamides incorporating 

thiophene units (15), and –poly(amide-imide) copolymer systems (16, 17). However, there are 

disadvantages using this method, including side reactions from the phosphorylation that could 

create a large stoichiometric imbalance leading to decreased molecular weights of the polymer.  
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4.2 Synthesis of Partial Biobased Furan Polyamides by Interfacial Polymerization 

The partial biobased furan polyamides were also synthesized via interfacial polymerization.  

Interfacial polymerization has been shown to be very efficient in producing polyamides of 

varying monomer groups in a short period of time without employing extreme synthetic 

conditions (18–24). The reaction used a 15%–20% NaOH aqueous solution to dissolve the 

diamine and 5-wt% TBAB as a phase-transfer catalyst to keep the diacid chloride monomer 

predominately in the organic layer to reduce the amount of hydrolysis that would occur in the 

aqueous layer. The organic solvent of choice was chloroform for the 2,5-furan dicarboxylic acid 

chloride because it provided greater solubility than chlorobenzene and had a reduced likelihood 

of hydrolyzing the acid chloride back to the acid precursor relative to dichloromethane. This 

method was chosen because it afforded high-molecular-weight polyamides of a different type 

synthesized by our group. Gandini et al. had published a similar interfacial method in the 

literature in which partial biobased furan polyamides were prepared having an inherent viscosity 

of 0.04–0.15 dl/g, although no molecular weight analysis was performed (3, 4).    

4.3 Analytical Characterization of the Partial Biobased Furan Polyamides 

The resulting partial biobased furan polyamides were characterized via NMR and FTIR to 

determine molecular structure. Indicated in figures 3 and 4 are the spectra itemizing the peaks 

that represent key functional groups of the polymer. The 
1
H NMR of the polymer was analyzed 

from DMSO solvent, and the analysis produced a spectrum that showed peaks that were in good 

agreement with the chemical structure of polymer. The proton bonded to the nitrogen is featured 

at 10.42 ppm (s, 2H); the protons in the furan rings are featured at 7.42 ppm (s, 2.04H); and the 

protons in the aromatic unit are represented by the peaks at 7.80 ppm (d, 3.84H). Similarly, the 
13

C NMR of the polymer was analyzed from DMSO solvent also. The peaks of the carbons in the 

polymers are shown at 130, 129.83, 116.42, 121.60, and 129.83 ppm, all from the aromatic ring; 

at 155.90 ppm, representing the carbonyl group; and at 148.75, 115.67, and 134.73 ppm of the 

furan ring. The spectra indicate no presence of side reaction occurring in the reaction and 

correspond to the spectra captured by Gandini and coworkers (3). The FTIR spectrum in figure 3 

shows the key functional groups. The proton bond to the nitrogen is featured at 3354 cm
-1

; amide 

groups are shown in the 1600 to 1300-cm
-1

 region; and the peaks representing the furan are 

shown in three locations: at 3135 cm
-1

; 1547 cm
-1

, indicating the C = C group in the furan and 

the furan units at 1021–760 cm
-1

. The amide peaks are also featured in three locations: 1670, 

1517, and 1316 cm
-1

. The interpretation of these spectra corresponds to previous literature 

findings and shows successful formation of furan polyamides (25). 
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Figure 3. (A) 
1
H and (B) 

13
C NMR characterization of the partial biobased furan polyamides. 
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Figure 4. FTIR characterization of the partial biobased furan polyamides. 

4.4 Solubility of the Partial Biobased Furan Polyamides 

Kevlar is processed from fuming sulfuric acid because it is in soluble in water or organic 

solvents. The biobased Kevlar analogs demonstrated good chemical resistance in most organic 

solvents including acetone, methanol, and tetrahydrofuran (THF) (table 1). Like Kevlar, partial 

biobased furan polyamides were also soluble in concentrated sulfuric acid; however, they are 

soluble in solvents that Kevlar is not. They are completely soluble in polar aprotic solvents like 

DMSO, DMF, and NMP. They were also soluble in hexafluoroisopropanol. The enhanced 

solubility of the partial biobased furan polyamides provides enhanced processing capabilities 

through use of moderate boiling point solvents and without high-temperatures conditions and 

helps reduce the environmental impact from the use of hazardous solvents. 

Table 1. Solubility of biobased Kevlar analogs. 

Solvent Partial Biobased Furan Polyamides Kevlar 

Acetone — — 

Acetic acid — — 

Chlorobenzene — — 

Concentrated sulfuric acid + + 

Dimethylformamide (DMF) — — 

Dimethylsulfoxide (DMSO) + — 

Hexafluoroisopropanol + — 

Methanol — — 

N-methyl-2-pyrrolidone (NMP) + — 

Tetrahydrofuran (THF) — — 
Note: + = soluble at room temperature; — = insoluable at room temperature. 
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4.5 Molecular Weight and Thermal Analysis of the Partial Biobased Furan Polyamides 

The molecular weight of these partial biobased furan polyamides were measured by SEC and 

calculated based on a polystyrene standard calibration reference. The molecular weights of these 

polymers in table 2 were different based on the synthetic procedure used to prepare the polymers.  

Polymers prepared from “direct” polycondensation produced molecular weight values that were 

inconsistent and ranged from 6900 to 47,800 g/mol. The synthetic method used to prepare these 

polymers likely generated side reactions during the phosphorylation reaction that could have 

created a stoichiometric imbalance resulting in lower molecular weights. Polymers prepared 

from interfacial polymerization consistently resulted in an average molecular weights of  

24,000 g/mol with polydisperity indexes (PDIs) corresponding with polymers synthesized via 

condensation reactions (PDI = 2.0). The differences in these measurements suggest that the 

interfacial polymerization is a better method for preparing these polymers since consistent 

molecular weights and appropriate distributions can be achieved. 

The biobased furan polyamides also displayed good thermal properties as determined by TGA 

and DSC. Similar to the SEC data, the synthetic procedure also played a role in the extent of the 

thermal properties. The “direct” polycondensation method resulted in polymers with varying Td 

and Tg that clearly showed a molecular weight dependence, with a critical molecular weight in 

the range of 15,000–30,000 g/mol. Above that critical molecular weight, Tg was greater than Td 

and Td was approximately 300 °C. Interfacial polymerization produced polymers with nearly 

identical degradation temperatures of approximately 370 °C and Tg>Td. Again, based on these 

results, it seems likely that interfacial polymerization produces more consistent and higher 

performing furan-based polyamides with fewer side reactions. These polyamides did not display 

a melting temperature, indicating they are fully amorphous materials.   

Table 2. Molecular weight and thermal properties of biobased furan polyamides. 

M
n  

(g/mol) 

M
w  

(g/mol) 
PDI 

Tg  

(°C) 

Td-5 wt-% 

(°C) 

Td-max  

(°C) 

M
n 

(g/mol) 

Solution Polymerization 

6900 11,300 1.65 292 266 416 6900 

7800 13,300 1.70 296 278 437 7800 

8800 33,600 3.81 Tg > Td 310 442 8800 

16,300 39,400 2.42 Tg > Td 303 446 16,300 

47,800 95,400 2.00 Tg > Td 299 436 47,800 

Interfacial Polymerization 

22,300 40,000 1.79 187 368 464 22,300 

24,000 43,200 1.80 198 373 461 24,000 

24,900 42,700 1.72 185 368 468 24,900 
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5. Conclusions 

Partial biobased furan polyamides were synthesized using two synthetic methods, “direct” 

polycondensation and interfacial polymerization. The polymers synthesized in this research 

study were characterized for their chemical stability in various solvents and demonstrated 

improved solubility characteristics relative to analogous petroleum-based polymers such as 

Kevlar. These solubility features should allow the biobased materials enhanced processability 

options and remove the use of strongly hazardous solvents and high temperatures. These 

materials also showed thermal stability at high temperatures to nearly 400 °C. These partial 

biobased furan polyamides were fully amorphous polymers with a high Tg.   
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